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			APS RT RACK SINGLE PHASE UNIVERSAL ONLINE HF UPS
		

				

				
				
			
	Key Features: 

	True online sine wave output, pollution-free sine wave output 
	Intelligent DCP/CPU architecture with 0.99 PFC 
	The load operation is more reliable with zero transfer time. 
	RS232 or USB port compatible with SNMP for local and remote control 
	Self-diagnosis and defence functions 
	Design of peak current and short circuit protection 
	A power factor of 0.9 is used in the output. Capacity for high-output power 
	Parallel capability of N+1 
	Overall efficiency is greater than 93%. 
	Harmonic Input Current 5% 
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				Description
The APS-RT Rack & Tower UPS System is a True On-Line Double Conversion technology line. The clever mechanical design allows for both 19″ Rack and Tower configurations in a single all-in-one solution. This provides the customer with the benefit of flexibility when installing the UPS. A simple revolving LCD display allows the customer to check the status of the UPS, load, and batteries. This system is available in capacities ranging from 1kVA to 20kVA, with standard backup times of 5-10 minutes or longer. 

The APS-RT is a cutting-edge, true online Uninterruptible Power Supply (UPS) that delivers dependable, regulated, and stable voltage to any type of load, ranging from computers and telecommunications systems to automated industrial control systems. The APS-RT UPS is available in several models ranging from 5 to 20 kVA. Surges, spikes, and sags in voltage are inherent in commercial utility power. These irregularities shorten the life of the equipment and components over time. The APS-RT UPS continuously eliminates power irregularities, extending the life of your equipment even during normal operation when the input power is constant and continuous. The APS-RT is designed to be deployed either horizontally or vertically. It is 2U in height and fits in a standard 19″ rack when deployed horizontally. The control screen can be physically rotated 90 degrees when deployed vertically for easy use in either position. 

			

					
				Specifications

    APS-RT RACK / TOWER UNIVERSAL ONLINE HF UPS


        	
                                Model                	
                                1K                	
                                1KS                	
                                2K                	
                                2KS                	
                                3K                	
                                3KS                	
                                6K                	
                                6KS                	
                                10K                	
                                10KS                	
                                3 - 10KS                	
                                3 - 15KS                	
                                3 - 15KS                
	
                                Capacity                	
                                1KVA/0.9KW                	
                                2KVA/1.8KW                	
                                3KVA/2.7KW                	
                                6KVA/5.4KW                 	
                                10KVA/9KW                	
                                15KVA/13.5KW                	
                                20KVA/18KW                
	
                                Topology                	
                                True on-line, double-conversion, VFI                
	
                                Operation                	
                                Continuous                
	
                                                
	
                                Input                	
                                Voltage                	
                                110-300 VAC                 	
                                120 - 275 VAC                	
                                304 - 478 VAC                
	
                                Frequency                	
                                50/60 Hz ± 10% ( Battery Mode )                
	
                                Output                
	
                                Output                	
                                Voltage                	
                                220/230 ± 1% VAC                
	
                                Frequency                	
                                50/60 Hz ± 0.5Hz ( Battery Mode )                
	
                                Output Waveform                	
                                Pure Sine Wave                
	
                                Transfer Time                	
                                Zero                
	
                                DC Voltage (VDC)                 	
                                36                	
                                36                	
                                72                	
                                72                	
                                96                	
                                96                	
                                192                
	
                                Waveform                	
                                Sinusoidal                
	
                                THD (%)                 	
                                < 2 for linear load                
	
                                Power factor 0.8                	
                                0.9                
	
                                Batteries                
	
                                Battery Type                 	
                                                
	
                                General                
	
                                Overload Capacity                	
                                105% - 125%                	
                                10s                	
                                Output will switch to bypass after 1 minute                
	
                                125% - 135%                	
                                200 ms                	
                                Output will switch to bypass after 30 seconds                
	
                                >135%                	
                                200ms                	
                                Output will switch to bypass after 100 ms                
	
                                Crest Ratio                	
                                3:1 (max)                
	
                                Distortion (Full Load)                	
                                Linear Load                 	
                                < 3%                
	
                                Non-Linear Load                	
                                < 5%                
	
                                Communication interface                	
                                Rs 232 interface + Intelligent Slot                
	
                                Working Temperature                	
                                0° ~ 40°C                
	
                                Relative Humidity                 	
                                20 ~ 90% (non-condensing)                
	
                                LCD Display                
	
                                Input                	
                                Voltage, current                
	
                                Output                	
                                Voltage, frequency, current                
	
                                Batteries                	
                                Voltage                
	
                                Log (events memory)                 	
                                Last 200 events                
	
                                Standards                
	
                                Safety                	
                                IEC 62040-1                
	
                                EMC                	
                                IEC 62040-2                
	
                                Design                	
                                IEC 62040-3                
	
                                Low Magnetic Field Radiation                	
                                EMF as per ICNIRP                
	
                                Dimension                	
                                (W x D x H) mm                	
                                430 x 480 x 88 (2U)                	
                                430 x 680 x 88 (2U)                 	
                                430 x 680 x 178 (4U)                
	
                                Standard Type                 	
                                2U                	
                                                	
                                2U + 2U                 	
                                                	
                                2U + 2U                 	
                                                	
                                2U + 2U                 	
                                                	
                                2U + 2U                 	
                                                	
                                                	
                                                	
                                                
	
                                Long Backup                	
                                                	
                                2U                	
                                                	
                                2U                	
                                                	
                                2U                	
                                                	
                                2U                	
                                                	
                                2U                	
                                2U                	
                                4U                	
                                4U                
	
                                Net Weight (kg)                 	
                                12 / 14                	
                                8.5                	
                                27 / 30                	
                                13                	
                                28 / 31                	
                                13.5                	
                                89                	
                                18                	
                                90                	
                                19                	
                                26                	
                                40                	
                                40                





			

					
				Product PDF
Download Product Brochure By Clicking the Link Below

APS UPS – RT Online

			

					
				
	
		
			1 review for APS RT RACK SINGLE PHASE UNIVERSAL ONLINE HF UPS		


						

	

		
		

			Rated 4 out of 5

	
		Jasper 
				– March 8, 2023
	


	I’ve been using this RT RACK Single Phase Universal UPS for months and it’s been great. The true online sine wave output and intelligent architecture make it reliable and efficient.
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Your rating *Rate…
Perfect
Good
Average
Not that bad
Very poor


Your review *
Name *

Email *

 Save my name, email, and website in this browser for the next time I comment.

 



	

				

		

	
	



			

		
			


		

				

					

		

							

		
				
						
					
			
								
				
			
	

					Related products

				
			
	APS- UPS RW INDUSTRIAL 3P ONLINE
Rated 4.00 out of 5

Read more
	
	APS THREE PHASE UPS T
Rated 5.00 out of 5

Read more
	
	APS – T TOWER N+X PARALLEL REDUNDANT UPS
Rated 4.00 out of 5

Read more
	
	APS – T Tower (Single Phase UPS)
Rated 3.00 out of 5

Read more
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